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▼ Layout

Underground Bicycle Parking,
South Exit of Hachioji Station

Installed ECO Cycle under the traffic circle in conjunction with
the Hachioji Station South Exit Redevelopment Project

Redeveloped Building

In conjunction with the Hachioj i  Station 
South-Exit Redevelopment Project, 6 ECO 
Cycle units were installed under the traffic 
circle of the South Exit. By building ECO 
Cycle under the convenient location of the 
Train Station's plaza area, it has allowed 
effective access from various directions, 
realising an ideal bicycle park for users.

▼ Location Map

ECO Cycle Specifications

Units

Total Capacity

Usage

Card Type

6

1224 bicycles (204 × 6 units)

Monthly use

IC card
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Location

Completion

Client

:

:

:

Hachioji-city, Tokyo

March 2010

The Hachioji City Housing and 
Urban Development Corporation

Redevelopment AreaRedevelopment Area 

Hachioji StationHachioji Station

InstalledInstalled
LocationLocation
Installed
Location

Fill

Loam

Sandy gravel

Sandy gravel 
with boulders

Medium sand 
with clay

Consolidated
sandy clay

Fine sand

Medium sand

1

0 20 30 40 5010

3.40

2

3

12

3

19

31

33

35

33

37

15

17

15

78

106

100

120

120

189

4

5

6

7

8

9

10

11

12

13

14

15

16

17

H
at

 S
te

el
 P

ile
 L

=
16

.0
 m

Borehole Log
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To Hachioiji Station Ticket GateTo Hachioiji Station Ticket Gate Administration BuildingAdministration Building

Update Machine RoomUpdate Machine Room

Administration Building

Update Machine Room

Image created by GIKEN based on fundamental geospatial data from Geospatial Information
Authority of Japan (https://fgd.gsi.go.jp/download/menu.php)

* Extrapolated SPT-N value when over 50.


